RESUMEN

Tesis sobre biorremediacion, especificamente biorremediacion de lodos contaminados
con hidrocarburos y metales pesados. El objetivo fundamental es analizar el proceso de
biorremediacion de estos lodos que se realiza en la base de Weatherford en el Coca.
Para este proposito se utiliza la técnica de lechos superficiales lo que es también
conocido como landfarming y mediante la utilizacion de zeolitas y acidos htimicos se
pretende la degradacion de los contaminantes. Para comprobar la eficacia del trabajo
realizado se realizaron muestreos periddicos y sus posteriores analisis. El problema es la
contaminacion que estos lodos pueden causar en el ambiente de no existir un
tratamiento previo para estos antes de su disposicion final. La conclusion general del
trabajo es que las zeolitas y los acidos hlimicos actuan efectivamente en la disminucioén
de la concentracion de hidrocarburos. Con la recomendacion de mejorar el sistema
operativo y un mejor seguimiento de los pardmetros de control que ayudaré a optimizar
el proceso.
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SUMMARY

Thesis has more than enough biorremediation, specifically biorremediation of polluted
muds with hydrocarbons and heavy metals. The fundamental objective is to analyze the
process of biorremediation of these muds that is carried out at Weatherford campament
in the Coca city. For this purpose, is used superficial channels technique that is also
known as landfarming and through of the zeolitas use and humic acids the degradation
of the pollutants is sought. To check the effectiveness of the carried out work they were
realized periodic samplings and their later analyses. The problem is the contamination
that these muds can cause in the environment if it does not exist a previous treatment for
these before their final disposition. The general conclusion of these work is that the
zeolitas and the humic acids act indeed in the decrease of the concentration of
hydrocarbons. With the recommendation of improve the operating system and realize a
better control of the control parameters, this will help to optimize the process.
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